








iR2022 Data sheet www.raidon.com.tw

A. LCD Display Panel F.  Power (Malfunction Ilindicator) K. Fan Connector
B. Up and Down Keys G. Tray Handle L. RS232 Connector
C. ESC Button H. HDD/SSD Tray Key Lock M. 7+15 Pin SATA Connector
D. Enter Button I. HDD/SSD Status Indicator
E. Buzzer Mute Button J. Fan
Specification
Model No iR2022
Interfaces 7+15-pin SATA III (6.0Gb/s) Port

Compatible Drives
Raid Level

System Monitoring
Cooling System

Electrical and Operating
Requirements

Dimension (mm) ; Weight (Kgs)
Product Code
Carton

Package Accessories

2.5" SATAIIL I, IHDD/SSD (x2)

RAID 0 /RAID 1

Fan Failure, Overheat. HDD/SSD Failure

4 cm Low Noise Fan

* Line Voltage: 12V/5V DC

* Maximum Power Consumption : 30W

* Operating Temperature:32° to 104° F (0° to 40° C)
* Storage Temperature: -20°C ~ 47°C (-4°F ~ 116°F)
* Relative Humidity: 5% ~ 95% Noncondensing
148x140x43 (WxLxH) ; 0.92

EAN: 4711132864366 UPC : 884826500483

10 pieces per-Carton

* jR2022 x1, Including the Removable HDD/SSD Tray x2
* SATA Cable x1

* Screws & Keys

* Quick Installation Guide x1
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